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SPECIFICATION

1.
2.
3.
4.
5.

Battery Mode LED
Power On/O�
Fault LED
Input Power Cord

กอนยาภบอกะรปนวส

Model
Input
Voltage
Frequency
Output
Power Rating
Voltage Stabilizer
Voltage Backup
Frequency
Wave Form
System & Protection
System
Over Voltage
Under Voltage
Transfer Time
Battery Type
Back Up Time
Charger
Recharge Time
Output Protection
Short circuit protection
Overload Protection
Battery Protection
Ambient condition
Operating Temperature
Operating Humidity
Audible Noise
Indicators
LED Display 

Alarm
Outlet(Universal style)
Dimension (w x d x h) mm.   
Net weight (kgs)
Product standard
QMS
EMS

220 Vac -34% +27%
50/60 Hz ± 10%

220 Vac ± 10%
 Vac ± 5%

50/60 Hz ± 0.1%
Simulated sine wave

on-line protection / line interactive
Power line to back up 220V ac +27%
Power line to back up 220V ac -34%

less than 2 ms  (Typical)
Sealed lead acid maintenance free
15-30 minutes (depends on load)
constant voltage and current limit

4-6 hours (90% after fully discharged)
short circuit protected , Overload protection

Fuse protection on line mode &  UPS cut-off on back up mode
Fuse protection on line mode &  UPS cut-off on back up mode

Overcharge protection & Low battery cut-off

0 - 40°C
0 - 95%

less than 30dB (at one meter)

AC/On line mode Green LED, On battery mode Orange LED, UPS fault mode Red LED
AC fail alarm,Overload alarm ,Battery low alarm ,UPS fault alarm Continuous

3+1

TIS 1291 Part 1-2553 , TIS 1291 Part 2-2553  , TIS 1291 Part 3-2555 Class C1
Certified Quality Management System ISO9001

Certified Environmental Management System ISO14001

นุร

าขเาขาฟฟไคาภ

าฟฟไนัดงรแ

าฟฟไ่ีถมาวค

กออาขาฟฟไคาภ

ยาจงัลำกดานข

นัดงรแบัรปดมหโนในัดงรแ

งอรำสฟไยาจดมหโนใาฟฟไนัดงรแ

าฟฟไ่ีถมาวค

าฟฟไณาญญัสน่ืลคงอขบบแปูร

นักงอปราก ะลแ บบะร

ระบบการทํางาน

ิตกปาวกนิกเาฟฟไนักงอปบบะร

ิตกปาวกำ่ตาฟฟไนักงอปบบะร

ฟไยาจงลหแยายนอโรากนใาลวเะยะร

่ีรอตเตบแงอขดินช

ระยะเวลาในการสํารองไฟ

่ีรอตเตบแุจะรปราก

่ีรอตเตบแุจะรปรากนใาลวเะยะร

กออาขาฟฟไนักงอปราก

รจงวดัลรากนักงอปราก

งัลำกนิกเนางชใรากนักงอปราก

่ีรอตเตบแนักงอปราก

มอลดวแะวาถส

ิมูภหณุอ

ธทัพมัสน้ืชมาวค

นางำทงอ่ืรคเะณขงยีสเงอขงัดมาวค

การแสดงผล

ไฟแสดงสถานะ

นอืตเงยีสเณาญญัส

กออาขาฟฟไบัราตเนวนำจ

)งูส x วาย x งาวก( ดานข

)มัรกลโิก( กันหำ้น

ฑณัภติลผนาฐารตาม

พาภณุคนางราหิรบบบะร

มอลดวแง่ิสราหิรบบบะร

ECO II-800IECO II-800

800VA/360W 800VA/480W

87 x 276 x 165
3.9
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Battery Backup 
Surge Protected Outlets 

6.
7.

Ac Mode LED


