
Atlas 6

Linksys Atlas 6 with Intelligent Mesh delivers the true power of 

WiFi 6. From next-level gaming to streaming your favorite content, 

get the faster connection, wider coverage, for more devices for 

everyone on your network.

Serious Speed. 
Ridiculous Range. 

MX2001 - AH
MX2002 - AH
MX2003 - AH

WiFi 6
Dual-Band 
Mesh Router



Atlas 6

Product Details Linksys App

Use the Linksys App to setup and easily control 

your WiFi. 

3 Gigabit LAN ports

Gigabit WAN port

7.28”

3.39” 
Download the Linksys app at linksys.com/app 

2000 sq. ft. / 
186 sq. m. 

4000 sq. ft. / 
372 sq. m. 

6000 sq. ft. / 
557 sq. m. 

25+ Devices 50+ Devices 75+ Devices

3 Gbps 3 Gbps 3 Gbps

Up to Up to Up to

AX3000 AX3000 AX3000

1-Pack 2-Pack 3-Pack

• WiFi 6 means higher speeds for streaming and gaming

• Intelligent Mesh for more coverage for more devices

• Life Tested means reliability you can depend on

• 160 MHz channels for more power and a stronger connection

• Easy set-up & control through the Linksys App

Benefits At-A-Glance

Industry-Leading Technology 

The Qualcomm Immersive Home 214 

Platform delivers the ultimate WiFi 6 

experience. This next-gen technology 

evolves home and business WiFi with wire-

like stability and beyond-fast performance.

Wi-Fi 6
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Atlas 6

Specifications

WiFi Specifications Speed

WiFi AX3000 with 4-stream WiFi

Radio 1 – 2.4 GHz Band

802.11ax - 574 Mbps

Radio 2 – 5 GHz Band

802.11ax - 2,402 Mbps

Simultaneous Dual-Band

IEEE 802.11 b/g/n - 2.4 GHz

IEEE 802.11 a/b/n/ac/ax - 5 GHz

OFDMA Technology

Seamless roaming technology

Required for set-up

1. Internet connection with a modem 
or modem-router

2. Mobile device with Android 6 or 
iOS 14.1 or higher, with a data 
connection

Bluetooth®

5.1/LE for secure and easy App-based 
setup 

 Processor and Memory

Qualcomm™ Immersive Home 214 
Platform, 1.0 GHz Dual-Core.

256 MB Flash, 512 MB SDRAM

 Security 

WPA2-Personal, WPA3-Personal, 
WPA3/WPA2 Mixed

Encryption SPI Firewall

DoS Protection

Automatic Security Updates

Enhanced Open 

Security key up to 128-bit Encryption

Wired Connectivity

4 Gigabit Ethernet ports

1 x WAN

3 x LAN

802.3ab, 802.3u

Antennas

WiFi: 2 PCB internal dual-band, 2.4 
GHz/5 GHz.

Bluetooth: 1 internal Metal.

Power adapter

Input > 100-240 V, 50-60 Hz

Output > 12V, 1.5 A

Temperature 

Operating > 32 to 104°F

Storage >   -4 to 140 °F

Humidity (non-condensing)

Operating > 10 to 80% RH

Storage > 5 to 90% RH

SPECIFICATIONS  

*Specifications are subject to change without notice. Maximum performance derived from IEEE standard 802.11 
specifications. Actual performance may vary, including lower wireless network capacity, data throughput rate, range, 
and coverage. Range specifications are based on performance test results under normal use case conditions. Actual 
data throughput and range depend upon many factors, conditions and variables, including building materials and 
construction, volume of network traffic, mix of wireless products used, interference, wireless obstructions and other 
adverse conditions. Actual data throughput will be lower than specified and may depend on mix of wireless products 
used, your wireless device’s WiFi standard, and external factors. Wireless coverage claims are used only as reference 
and are not guaranteed, as each wireless network is unique. 

An active, customer-purchased internet service provider broadband account is required for connection of this router 
and other connected computers and devices to the internet. Number of connected devices is based on lab test 
results. Some devices may require additional wireless adapters that match this product’s maximum WiFi standard or an 
Ethernet cable to connect to this router.   

Linksys, Velop, Intelligent Mesh, and many product names and logos are trademarks of Linksys Holdings Inc. and/or its 
affiliates. Third-party trademarks mentioned are the property of their respective owners. App Store is a service mark of 
Apple Inc. Wi-Fi and Wi-Fi Protected Setup are either trademarks or registered trademarks of the Wi-Fi Alliance. The 
Wi-Fi CERTIFIED Logo is a certification mark of the Wi-Fi Alliance.

†As compared from 802.11ac to 802.11ax. 

‡As compared to a 2x2 WiFi 5 router at 80 MHz. 

Linksys USA, Inc. 
121 Theory, Irvine, CA 92617 USA  

Designed in California. Made in Vietnam

®Recycling 
programs for this 
packaging may not 
exist in your area.

Part Number

MX2001-AH – 1 Pack 

MX2002-AH – 2 Pack 

MX2003-AH – 3 Pack

UPC

MX2001-AH - 745883829934

MX2002-AH – 745883830015

MX2003-AH – 745883830091

What’s Inside

Linksys Atlas 6 System

Quick Start Guide

Ethernet Cable

Power Adapter

3-Year Warranty


